














• Amber lens/illumination
• Die cast aluminum base 
 • Eight 3-watt LEDs and refl ector technology  
 produce a high intensity warning signal 
 • Hi/lo intensity 
 • Multiple units can be synchronized 
• Steady burn, Double (2), Quad, Quint, Flicker,  
 Rotating (3), Title 13 (3), and Cycle fl ash patterns
• SAE Class I
• California Title 13 

7160A ..........Permanent Mount
7160A-VM .....Vacuum Mount

• 5.6” H x 6.5” D
• 3.7 amps
• Amber lens, amber LEDs
• 1 - 3 watt LEDs provide unrivalled fl ash intensity
• 80 double or 65 quad fl ashes with hi/lo intensity control
• Die cast aluminum base
• SAE Class I 7960A

• Two levels of unique LED refl ectors provide  
 a focused signal for superior brightness
• Lens construction provides an excellent hori- 
 zontal spread for easy identifi cation of signal
• 39 fl ash patterns including 4 simulated  
 rotating patterns 
• Low amp draw and bright output
• Warranty: 5 years
• SAE J845, Class I
• California Title 13

P/N Lens Color LED Color Base
LSS222CA Clear Amber Permanent
LSS222A Amber Amber Permanent
LSS222CAM Clear Amber Suction/Magnetic
LSS222AM Amber Amber Suction/Magnetic

An LED Beacon That Truly Meets 
Strobe & Halogen Performance!

2 Levels 
of LEDs

7460A ..........Permanent Mount
7460A-VM .....Vacuum Mount

• Amber lens & illumination
• Eight 3-watt LEDs & a prabolic refl ector 
• Flickerfl ash pattern features 8 fl ashes/cycle
• Overhead heatsink design allows for unobtru- 
 sive pipe mounting with fl ange removed
• Warranty: 5 years
• SAE Class I

• Clear polycarbonate lens with   
 12 amber LEDs
• 30 built-in fl ash patterns
• Permanent mount standard
• Auxiliary LEDs in the top of the beacon
• 12/24 VDC
• 5 year LED warranty
• SAE Class I CL199AH

4.5” H x 6.5” D

• Three mounting holes with mounting hardware on black anodized aluminum   
 base for resistance against corrosion
• Gasketed amber polycarbonate high impact lens is fastened onto the base to  
 enclose and protect the LED circuit board assembly
• 12V Quad fl ash pattern is ideal for material handling equipment
• 63 FSPM (fl ash sequences per minute) in quad fl ash mode
• 18 columns and 4 rows (77853) or 8 rows (77863) of LEDs

77863..... Yellow, Class II Magnet Mount
77853..... Yellow, Class III Magnet Mount

LED HIDE-AWAYS

LED STROBES HIDE-AWAY STROBES

STROBE HIDE-AWAY HIDE-AWAY SYSTEMREFLEX LED BEACON - 7160 SERIES

PULSE® LED BEACON - 7900 SERIES

• 30 1/4-watt LEDs
• 12-80v Flickerfl ash or rotating operation
• Reinforced nylon base & polycarbonate lens
• Reverse polarity, voltage spike & surge protector
• Warranty: 5 years

6460A ........Permanent Mount

Cost Effective!• Eight 3 watt LEDs
• Amber lens
• Polycarbonate lens features a UV hard  
 coating to greatly reduce cracking, hazing,  
 abrasion & fading
• SAE Class I
• California Title 13

12-24 VDC
1.7 Amps

7660A ............Permanent Mount
7660A-VM .....Vacuum Mount Amber Lens

LED HYBRID - 7660 SERIES LOW INTENSITY LED - 6460 SERIES

LSS222 LED BEACON

360O LED STROBE LIGHT

PROFILE™ LED BEACON - SERIES 7460 CL199 LED BEACON



Units are colorless when not illuminated

• Die-cast aluminum base is coated against corrosion &  
 designed for vibration resistance & heat dissipation
• Shock-resistant circuit board mounting incorporates 
 7 support pins
• Thread-on polycarbonate lens & snap-fi t fl ashtube 
 allows easy fi eld service without any tools
• 12-48 VDC/80 singles fl ashes per minute
• Warranty: Strobe - 2 years/Flashtube - 6 months
• SAE Class II

• Available in tall or short lens
• 72 quad fl ashes per minute
• Polycarbonate amber lens with state-of-the-art optics
• Internal selectable fl ash pattern
• 12/24 VDC
• SAE Class I

L2000IASH
6.625” H x 6.25” D

L2000IATH
7.75” H x 6.25” D

6520A ........ 5.5” H X 6.5” D
6530A ........ 7.4” H X 6.5” D

Patented i.beam® LED technology consistently 
monitors circuit board & fl ashtube performance on 
each fl ash cycle. If the lamp fails & the LED is still 
fl ashing, the user immediately knows that only the 
fl ashtube needs replacing.

• Die-cast aluminum base is coated against corrosion  
 & designed for vibration resistance & heat dissipation
• Thread-on polycarbonate lens & snap-fi t   
 fl ashtube allows easy fi eld service without   
 any tools
• Shock-resistant circuit board mounting 
 incorporates 7 support pins
• Reverse polarity, voltage spike & surge protected
• Warranty: Strobe - 2 years/Flashtube - 6 months
• SAE Class I

6955C ..........Low Profi le (6.7” T x 6.5” D) ....... Clear Lens
6975A ..........Med. Profi le (6.7” T x 6.5” D) ...... Amber Lens
6990A ..........High Profi le (7.9” T x 6.5” D) ......  Amber Lens 
A6070BG.....Optional Branch Guard

• Thread-on polycarbonate lens & snap-fi t fl ashtube allows easy  
 fi eld service without any tools
• Reverse polarity, voltage spike & surge protected  
• Warranty: Strobe - 2 years/Flashtube - 6 months
• SAE Class II

6670A
Medium Profi le
6.7” T x 6.5” D

• Circuit board is completely encapsulated in epoxy resin for protection   
 against moisture, dust, & vibration
• Feature i.beam LED diagnostic indicator
• Thread-on polycarbonate lens & snap-fi t fl ashtube allows easy fi eld   
 service without any tools
• Reverse polarity, voltage spike & surge protected
• 12-24 VDC/80 double or 65 quad fl ashes per minute
• Warranty: Strobe - 2 years/Flashtube - 6 months
• SAE Class II

6710C ......  Low Profi le, Nylon Base ...... Clear Lens ......4.8” H x 6.5” D
6710A ......  Low Profi le, Nylon Base ...... Amber Lens ....4.8” H x 6.5” D
6750A ......Low Profi le, Std. Mount  ....... Amber Lens ....4.8” H x 6.5” D
6770A ......Med. Profi le, Std. Mount  ...... Amber Lens ....6.7” H x 5.1” D

Amber Lens

Amber Lens

A3730BKT
Universal

A3730TNK
Trunk

A3730DCK
Deck

A3730WIN
Window

A3730LIC
License

• Die-cast aluminum base is coated against corrosion
• Multiple heads are synchronizable
• Steady burn, double, quad & quint fl ash patterns plus integral 
 alternating fl ash modes
• Four 1-watt luxeon high intensity LEDs combine with unique optics  
 to provide high intensity directional warning
• 12 VDC/.2 amps
• 4 diodes
• California Title 13 
• Warranty: 5 years

Aluminum Housing
3710A ...... Amber
3710B ...... Blue
3710C ...... White
3710R ...... Red

• Die-cast coated aluminum housing with urethane encapsulated  
 electronics
• 14 fl ash patterns
• 3.7” L x 1.3” H x 1.5” D
• 12/24 VDC/.2 Amp
• 3 diodes
• Warranty: 5 years
• SAE Class II

Budget Conscious Option

3730A .......Amber
3730B .......Blue
3730C .......Clear
3730R .......Red

• 12 VDC/.9 Amp
• 42 individual LEDs
• High intensity quad fl ash operation
• Surface mount (gasket included)
• Epoxy encapsulated electronics
• Tough, clear polycarbonate housing
• Warranty: 5 years
• SAE Class I
• Brackets available

3810A .......Amber
3810B .......Blue
3810C .......White
3810R .......Red

• Tough, clear polycarbonate housing with urethane 
 encapsulated electronics
• Units are colorless when not illuminated
• High output quad fl ash 
• 12VDC/.9 Amp
• 5 year warranty
• SAE Class I
• California Title 13 (2 patterns)
• Brackets available

3860A
Grommet 

Mount
Amber Lens

TRX6A
Amber LED

• Torus LED technology delivers
 an exceptionally bright straight-on
 and off-angle signal
• Compact size 3.85” L x 1.8” W x 1.34” D
 (with bezel)
• 27 user selectable fl ash patterns & 
 synchronous capability
• Sync up to 20 T-Rex Lightheads
• 5 year warranty
• Class B, California Title 13
• Brackets available

New!

See page 4 for the Frontier™ LED Mini Bar

Black Housing
3715A ...... Amber
3715B ...... Blue
3715C ...... White
3715R ...... Red

SURFACE MOUNT LIGHTS
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STROBES CLASS I & II

SURFACE MOUNT LED LIGHT HEADS 
3700 SERIES

LED LIGHT HEADS - 3800 SERIES

GROMMET MOUNT LED LIGHT HEADS
3800 Series 

T-REX SERIES EXTERIOR LIGHTS

MOUNTING BRACKETS*

LED LIGHT HEADS - 3500 SERIES

STROBE BEACONS - 6900 SERIES

J-BOLT STROBES - 6500 SERIES

Reliable

NOVA FLASH® L2000I SERIES STROBE

SUPER DUTY EPOXY FILLED STROBES

STROBE BEACONS - 6600 SERIES

*Additional brackets available

• Brackets available
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STROBES CLASS I & II
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STROBES CLASS I & II

• Robust glassed fi lled nylon base
• Thread-on polycarbonate lens & snap-fi t fl ashtube allows easy   
 fi eld service without any tools
• Shock-resistant circuit board mounting incorporates 5 support points
• Circuit board is conformal coated to prevent corrosion
• Warranty: Strobe - 2 years/Flashtube - 6 months
• SAE Class II

6550A ........... Low Profi le, Std. Mount ........ 4.8” H x 6.5” D
6570A ........... Med. Profi le, Std. Mount ....... 6.7” H x 6.5” D
6570AVM ..... Vacuum Mount ..................6.7” H x 6.5” D

• Available in tall or short lens
• 72 quad fl ashes per minute
• Amber lens
• 12/24 VDC
• Permanent mount
• Highest intensity strobe
• SAE Class II

LL400IASH
6.625” H x 6.25” D

LL400IATH
7.75” H x 6.25” D

3.8” H x 5.1” D
• Compact & economical
• Rugged glass fi lled nylon base & polycarbonate lens
• Reverse polarity, voltage spike & sure protected
• 12-80 VDC
• 70 fl ashes per minute (single)
• #6410A - Replaceable ‘U’ fl ashtube

6410A-MG

6410A

2002ASMH ......Amber ......... Magnet Mount
6410A-MG .......Amber ......... Magnet Mount
6400A ..............Amber ...... Permanent Mount
6400C ..............Clear ........ Permanent Mount
6410A ..............Amber ...... Permanent Mount

2002ASMH

• 6.625” H x 6.25” D
• 12/24 VDC
• 72 double fl ashes per minute
• Polycarbonate amber lens with   
 state-of-the-art optics
• All stainless hardware
• SAE Class II

LL800IATH

L1001ATH
6.125” H x 6” D

• Polycarbonate lens
• Field replaceable strobe tube
• Heavy duty aluminum fl anged base
• 12/48 VDC
• Permanent mount
• 80 single fl ashes per minute
• SAE J1318, Class II

• 4.875” H x 6” D
• 72 double fl ashes per minute
• 12VDC
• Permanent or magnetic mount
• Polycarbonate amber lens
• Heavy duty aluminum fl anged base
• SAE Class II

L9200ASH
Permanent Mount

L9200ASMH
 Magnet Mount

Amber Lens

Amber Lens

6220A
• Rugged glass fi lled nylon base & polycarbonate lens
• Epoxy encapsulated circuit board protects against  
 moisture, dust, & vibration
• Field replaceable snap-fi t fl ashtube
• Reverse polarity, voltage spike & surge protected
• Warranty: 5 years/Flashtube - 6 months

Amber Lens

• Polycarbonate base & twist-on lens with locking screw
• Amber lens
• Unique free-form optics rotator modules provide
 high intensity light output
• 3 bolt mount
• Warranty: Rotator - 2 years/Bulb - 90 days
• SAE Class I

5813A 5813AMG

5813A .............3 Bolt Mount ..........5.61” H x 6.02” D
5813AMG ......Magnet Mount ........6.01” H x 6.57” D

• Polycarbonate base & twist-on lens with locking screw
• Unique free-form optics rotator modules provide high intensity light output
• Warranty: Rotator - 2 years/Bulb - 90 days
• SAE Class I

5816A
6.60” H x 5.257” D

1 Bolt Mount!

5840A
Permanent 

Mount

• 7” H x 6.02” D
• 12 VDC/5.4 amps
• Amber lens
• 3 bolt mount
• Polycarbonate base & twist-on lens with  
 locking screw
• Unique free-form optics rotator modules  
 provide high intensity light output
• Warranty: Rotator - 2 years/Bulb - 90 days
• SAE Class I

• 7” H x 6.02” D
• Twist-on lens allows easy bulb replacement
• Amber lens
• Self-lubricating heavy duty motor & gear assembly
• 3 integral mounting options: 3 bolt internal, 
 3 bolt external, 1” pipe
• Warranty: Rotator - 2 years/Bulb - 90 days
• SAE Class I

5715A-VM
12 VDC/4.4 Amps
Vacuum Mount

• 6” H x 5.75” D
• Amber lens
• Easy bulb change
• Water & dust resistant
• Vacuum metallized refl ector
• Pateneted low noise direct
• Impact resistant polycarbonate lens  
 drive mechanism
• Computer optimized beam pattern  
 for high visibility
• Class I

275AH ........... Permanent Mount
275AMH ....... Magnetic Mount

With Flexible Mount

Amber Lens

STROBE BEACONS - 6500 SERIES STAR FLASH ll400I SERIES STROBE

ULTRA-LITE® L1000 SERIES

FIRE FLASH L9200 SERIES STROBE

Competitively 
Priced

STROBE BEACON - 6200 SERIES

ECONOMY STROBES

ASTRO FLASH® LL800I SERIES STROBE

ROTATING BEACON - 5700 SERIES

ROTATING BEACON - 275 SERIES

• 6” H x 6” D
• Open parabolic design refl ector
• H1 55 watt Halogen rotator
• Amber lens
• 12 VDC (5524SAH - 24C VDC)
• Class I, California Title 13

555SAH .........Permanent Mount
555AMH ........Magnetic Mount
550FRAH.......Fast Rotator
5524SAH .......24 Volt Permanent Mount

ROTATING BEACON - 550 SERIES

A Trusted 
Favorite

ROTATING BEACON - 5800 SERIES

LOW PROFILE ROTATING BEACON - 
5800 SERIES

ROTATING BEACON - 5800 SERIES


